FINALLY!

A Re-purification System
Designed Exclusively For Your
Electroless Nickel Plating Bath.

PROVEN!

8 Years Of R&D
Plus...
Continuous On-line Monitoring
Since 1989 Shows Performance And
Cost Savings To Be Extraordinary.
PROVEN. Our Unique Electrodialysis Re-purification System Extracts The Unwanted By-products From The Electroless Nickel Bath. This Forever Ends The Need To Repeatedly Discard Used Plating Bath and Replace With New.

Bath Re-make Costs - For All Practical Purposes - Are Eliminated... For Good!

And For Plater Paying For Waste Chemical Disposal Services, Bath Rejuvenation Can Mean A Cut In Disposal Expenses Of Major Proportions.

The Key To Proven Performance... Electrodialysis.

Electrodialysis is an electrically driven ion-exchange phenomenon functioning within a cell unit comprised of stacked permselective membranes. Unlike the "absorption ion-exchange" technique, our method of electrodialysis prevents depletion of ions and eliminates the need for costly backwash of ion exchange resins.

With our proprietary design, when the membranes are electrically charged, they selectively identify and extract unwanted dissolved solids (predominantly orthophosphite) from the spent electroless nickel bath. This permits the unaffected nickel to remain in the cleaned bath to be repeatedly recycled back into production service.
Three Significant, Measurable Pay-Backs Start At Once!

1. Electrodialysis Extraction Of Sodium Orthophosphite.
As the nickel bath circulates for the storage tank through our electrodialysis filtration cells, dissolved solids (predominantly Sodium Orthophosphite) are removed. The cleaned bath is recirculated to the storage tank with the nickel and proprietary additives virtually unaffected. Bath can then be put into production service with very minimal replenishment of Sodium Hypophosphite - and minor pH adjustment.

Plating rejects are almost entirely eliminated because proper bath chemistry is maintained without harmful build-up of Sodium Orthophosphite.

2. Eliminates Cost Of New Bath Make-ups.
The 3 cost factors for each new bath make-up are cut dramatically, or eliminated:
1. Cost of chemicals.
2. Labor cost to discard spent solution plus disposal costs.
3. Indirect costs. (See Cost Comparisons sheet, enclosed).

By reducing the volume of chemical bath waste to a semi-solid concentrate, contract waste disposal services are cut appreciably.

$2,034 Monthly Savings In Extended Test.
Over a continuous 1-1/2 year period of normal plating in a 300 gal. tank system - using our standard 40 cell-pair electrodialysis unit - production savings averaged $2,034 monthly! This reflects a 95% reduction of production expenses.

See details of performance and cost findings in Cost Comparisons sheet (Enclosed).
Cross-Flow Filtration System
Cross-flow filtration technology is an advanced membrane filtration process that utilizes inert tubular membranes to produce a simplified, efficient separation of suspended solids from wastewater.

Acid Recovery System
Simplified trouble-free system for efficient recovery of mineral acids, such as: Nitric, Hydrofluoric, Hydrochloric, Phosphoric, and sulfuric acids.

Donnan Dialysis Equipment
Donnan dialysis is an advanced technology alternative to conventional ion-exchange techniques. Utilizing permselective ion-exchange membranes, specific cations or anions can be targeted for concentration and removal.


"Waste Water systems. Designed And Built By Metal Platers... For Metal Platers".
Electroless Nickel Recycling Via Electro-Dialysis

Chris Steffani
Michael Meltzer

April, 1995

Courtesy of:

This is an informal report intended primarily for internal or limited external distribution. The opinions and conclusions stated are those of the author and may or may not be those of the Laboratory.
Work performed under the auspices of the U.S. Department of Energy by the Lawrence Livermore National Laboratory under Contract W-7405-Eng-48.
Electroless Nickel Recycling
Via Electrodialysis

Chris Steffani
Manufacturing and Materials Engineering Division
Michael Meltzer
Pollution Prevention Group, Environmental Protection Department
Lawrence Livermore National Laboratory

Electroless nickel is widely used in the metal finishing industry as a coating. It plates evenly on a variety of surfaces and replicates or enhances the surface finish. It has high hardness and good corrosion resistance and machinability. However, its bath life is limited and it has a tendency to spontaneously plate out on the tank and associated equipment. These problems add to the cost per unit component plated. Also, expensive waste treatment is required before users can dispose of the spent solution.

Electroless nickel's limited bath life is inherent in its chemical make-up. Using hypophosphite as the reducing agent for the nickel ion generates by-products of nickel metal and orthophosphite. When the level of orthophosphite in the solution reaches a high concentration, the reaction slows and finally stops. The bath must be disposed of, and its treatment and replacement costs are high. Metal salts have a tendency to plate out because of the dissolved solids present, and this also makes it necessary to discard the bath.

Lawrence Livermore National Laboratory (LLNL) has conducted a study of an Electrodialysis process that can reduce both chemical purchases and disposal costs. Electrodialysis employs a membrane, deionized water, and an electromotive potential to separate the orthophosphite and other dissolved solids migrate across the membrane from the process solution into the water in the recycling unit's holding cell. This migration lowers the total dissolved solids (TDS) in the process solution and improves plating performance. The dialysis process makes it possible to reuse the bath many times without disposal.
Testing

The first trials of the recycling technology were performed on an Electroless nickel solution that had been used for 40 days. This bath, initially at a metal concentration of 7 grams per liter (g/l) had 5 metal turnovers (in other words, it had been replenished with a total of 35 grams of nickel), and its deposition rate had dropped from 0.0006 inches per hour to less than 0.0002 inches per hour. We measured the total dissolved solids (TDS) content, which was 165,000 parts per million (ppm). The nickel metal concentration was still at 6.8 gm/l and the hypophosphite was at 40 gm/l.

After filling the recycling unit's holding cell up with de-ionized water, the unit was plumbed to the tank and the recirculating pumps activated. De-ionized water was circulated past the membrane at a rate of 6 gallons per minute, and the plating solution on the other side of the membrane was circulated at 4 gallons per minute. The dc power supply was adjusted to 15 amps and 3 volts. While the amperage remains constant, the voltage varies depending on the conductivity of the process solution. The more TDS removed from it, the lower its conductivity and the higher the voltage.

After 22 hours of operation, the voltage had increased to 12 volts, and the liquid in the holding cell had turned slightly green. The TDS in the plating solution had decreased to 70,000 ppm, the level typical of a new bath. After replenishing the hypophosphite in the plating bath and adjusting the nickel to the correct operating concentration, the bath was heated to 92 °C, and a test panel was plated. The plating rate increased to almost 0.001 inches per hour. This bath was then used for another 5 metal turnovers and retreated with equally successful results.

This bath has now been operated for many metal turnovers and recycled through the dialysis unit numerous times. The only problem occurs when the nickel plates out on the tank and has to be stripped. We are planning to install a small anodic dc current to the tank and heater to minimize nickel reduction and plating out, but his addition is still in the planning stages. In theory, this bath could run indefinitely with dialysis and chemical replenishment.

We next investigated nickel recovery in a low-phosphorous bath. The plating rate of a new bath is 0.001 inches per hour. This decreases with use. The bath had been used for plating aluminum and had plated out on the heater and tank walls several times during its operation. Plating out was probably caused by the dissolved zinc from zincating prior to plating. At the time of recycling, the bath had a TDS of 225,000 ppm. It was connected to the dialysis unit in the same way as described above, and operated for 26 hours until the TDS had been reduced to 80,000 ppm. The hypophosphite and nickel were replenished and the bath heated to 90 °C. The plating rate from the recovered bath was almost that of a new bath. The bath was very stable and operated for 2 turnovers before it started to plate out on the heater. The tank and heater were stripped, and we continued to use the solution until the TDS increased to 200,000 ppm. The bath is presently drummed up and awaiting reuse when the low-phosphorus deposit is again requested.
Several other chemistries were tested with the successful results. These chemistries included MacDermid Elnic 100, Enthone Niposit 85, MacDermid EN-MAC, and Stapleton Stabuff 850. Only one chemistry, Attotech (formerly Shipley) Niculoy 22 presented a problem. That chemistry had a very rapid plating rate of 0.0016 inch per hours after recovery, and solution plated out spontaneously on the tank walls and heater. No matter what changes we made, the bath continued to plate out. It may not be possible to recover this chemistry with Electrodialysis. We hypothesized that the stabilizer had been removed from the bath during dialysis, and this caused the spontaneous plating out problem. However, the manufacturer declined to sell the stabilizer separately from the nickel concentrate so we could not determine if this was the case.

The cost savings from adding nickel recycling to the plating process can be high, depending on the cost of treatment chemicals and waste disposal. Table 1 shows a savings of $495 per 100 gallons of process solution with Electrodialysis recycling. The table compares costs with and without recycling for a 100 gallon batch plating process.

Table 1. Process costs per 100 gallon bath

<table>
<thead>
<tr>
<th></th>
<th>a. WITHOUT RECYCLING</th>
<th></th>
<th>b. WITH DIALYSIS RECYCLING</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>UNIT COST</td>
<td>QUANTITY USED /100 GAL BATH</td>
<td>COST PER BATH</td>
<td>UNIT COST</td>
</tr>
<tr>
<td><strong>Plating Chemicals</strong></td>
<td><strong>Nickel</strong></td>
<td></td>
<td></td>
<td><strong>Nickel</strong></td>
</tr>
<tr>
<td></td>
<td>Initial bath chemistry</td>
<td></td>
<td></td>
<td>Initial bath chemistry</td>
</tr>
<tr>
<td></td>
<td>Makeup over lifetime of bath</td>
<td></td>
<td></td>
<td>Makeup over lifetime of bath</td>
</tr>
<tr>
<td></td>
<td>Replacement after bath disposal</td>
<td></td>
<td></td>
<td>Replacement after bath disposal</td>
</tr>
<tr>
<td></td>
<td>Makeup after recycling</td>
<td></td>
<td></td>
<td>Makeup after recycling</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Hypophosphite</strong></td>
<td></td>
<td></td>
<td></td>
<td><strong>Hypophosphite</strong></td>
</tr>
<tr>
<td></td>
<td>Initial bath chemistry</td>
<td></td>
<td></td>
<td>Initial bath chemistry</td>
</tr>
<tr>
<td></td>
<td>Makeup over lifetime of bath</td>
<td></td>
<td></td>
<td>Makeup over lifetime of bath</td>
</tr>
<tr>
<td></td>
<td>Replacement after bath disposal</td>
<td></td>
<td></td>
<td>Replacement after bath disposal</td>
</tr>
<tr>
<td></td>
<td>Makeup after recycling</td>
<td></td>
<td></td>
<td>Makeup after recycling</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Disposal Cost of Solids</strong></td>
<td></td>
<td></td>
<td></td>
<td><strong>Disposal Cost of Solids</strong></td>
</tr>
<tr>
<td></td>
<td>1.85/lb</td>
<td>12 lbs.</td>
<td>22.50</td>
<td>1.85/lb</td>
</tr>
<tr>
<td><strong>Total Operating Costs</strong></td>
<td></td>
<td></td>
<td>2837.50</td>
<td><strong>Total Operating Costs</strong></td>
</tr>
<tr>
<td><strong>Savings per 100 Gal through Recycling</strong></td>
<td></td>
<td></td>
<td></td>
<td><strong>Savings per 100 Gal through Recycling</strong></td>
</tr>
</tbody>
</table>
In both scenarios, the bath is used until its TDS gets to approximately 225,000 ppm. During its use, the bath makeup of nickel and hypophosphite is added each time concentrations drop to 90% of initial values.

In scenario (a) the spent bath goes through treatment consisting of flocculation, precipitation, and filter pressing to separate solids from water. The water is sewered or reused while the solids are disposed of at $1.85 per pound. Afterwards, a new bath is made up.

In scenario (b) the spent bath is subjected to dialysis recycling, which lowers TDS levels. Most of the bath chemicals are recovered, and this avoids the cost of having to make up a new bath. Disposal costs are also avoided.

The Electrodialysis recycling unit costs $15,000. Payback is achieved after approximately 30 bath recyclings. Payback time can vary markedly depending on bath use, area of work plated, thickness of the plate, substrate, and other factors. One of many possible scenarios might be to use a 100 gallon bath to plate 0.001 inch of nickel on 50 square feet of steel substrate per day. At this rate, the 100 gallon bath would have to be disposed of or recycled every 2.5 work days (assuming an 8-hour-long work day). In this case, payback would be achieved in about 3.5 months.

Conclusion

The cost of the Electrodialysis equipment is quickly recovered by the reduced purchase of chemicals. The Electrodialysis operation is simple and runs unattended except for maintaining the proper liquid level in the recycling unit and monitoring TDS in the bath. The process was used successfully in a variety of Electroless nickel chemistries. The recycling unit appears to offer the user significant economic as well as environmental benefits.
COST COMPARISONS BEFORE & AFTER UTILIZATION OF DIALYSIS REPURIFICATION EQUIPMENT

Operational Specifications for Data Collection
(Electroless-Nickel on Aluminum and Steel)

*Production equipment and bath turnovers:
- 300 gallon production tank system.
- Avg. a bath make-up per 9.5 working hours (25/yr)

*Materials plated:
- Variety of aluminum parts

*Spent bath TDS level (Total Dissolved Solids)
Before dialysis re-purification: 170,000 TDS

Unit

*TDS level at completion of dialysis: 70,000 TDS

Data Collection site:
- Poly-Plating, Inc., Chicopee, MA
  (Independent job site)

(Average size shop per MFSA data)

*Data collection period: On-going since
February 1, 1989

*Re-purification equipment used:
- 10 cell-pair Electroless nickel Electrodialysis

*Cost of 10 cell-pair dialyzer unit: $25,000.00

Bath Make-up Costs Before Using Dialysis Equipment

<table>
<thead>
<tr>
<th>Direct Costs &amp; Make-up Costs:</th>
<th>Average</th>
<th>Typical Cost per Year</th>
<th>Cost Using Dialyzation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cost of chemicals...............</td>
<td>$1,405.80</td>
<td>$35,145</td>
<td>$7029</td>
</tr>
<tr>
<td>Cost of labor (Hourly rate x the time it takes to discard used bath and make-up new bath).........</td>
<td>$180.00</td>
<td>$4,500</td>
<td>$4500</td>
</tr>
<tr>
<td>Cost to dispose of spent bath... (waste removal service, hauling, etc.)</td>
<td>$510.00</td>
<td>$12,750</td>
<td>$3825</td>
</tr>
</tbody>
</table>

Indirect Costs:

Barrels (for waste disposal).... | $6,200 | $2350 | 30% |
Shipping charges (for incoming chemical).... | -- | -- | -- |
Liability Insurance (share of policy premium to Cover off-site waste disposal of Electroless Nickel waste baths) | $23,475 | $16,433 | 30% |
Cost of Electricity for dialyzation | -- | $1,000 | -- |
Special environmental costs (local, regional) | -- | -- | -- |
Rejects caused by bath build-up of orthophosphate | -- | -- | -- |
Other overheads (i.e. share of purchasing costs,Inventory costs to warehouse chemicals, etc.) | $1,650 | $446 | 73% |

TOTALS | $83,720 | $35,583